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This listing of claims will replace ail prior versions, and listings, of claims in the application: 
Listing of Claims: 

1. (Original) A multi-stage amplifier comprising: 

a first amplifier stage including at least one first transistor, said at least one first transistor 
selected to provide an optimum noise characteristic; and, 

a second amplifier stage including at least one second transistor, said at least one second 
transistor selected to provide an optimum gain characteristic. 

2. (Original) The multi-stage amplifier of claim l,fiarther comprising: 

a third amplifier stage including at least one third transistor, said at least one third 
transistor selected to an optimum gain characteristic. 

3. (Original) The multi-stage amplifier of claim 1, further comprising: 

an input matching network coupled to an input of the first stage. 

4. (Original) The multi-stage amplifier of claim l,fiirther comprising: 

an output matching network coupled to an output of the second stage. 

5. (Original) The multi-stage amplifier of claim 2, fiirther comprising: 

an output matching network coupled to an output of the third stage. 
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6. (Currently Amended) The multi-stage amplifier of claim 1, wherein the at least one first 
transistor comprises atwo or mor e transistors, the specific number transistors selected to provide 
an optimum noise characteristic. 

7. (Original) The multi-stage amplifier of claim 1, wherein optimimi noise characteristic is 
provided by selecting an appropriate geometry for the at least one first transistor. 

8. (Original) The multi-stage amplifier of claim 1, wherein optimum gain characteristic is 
provided by selecting an appropriate geometry for the at least one second transistor. 

9. (Original) The multi-stage amplifier of claim 2, wherein optimum gain characteristic is 
provided by selecting an appropriate geometry for the at least one third transistor. 

10. (Original) A method for producing a multi-stage amplifier, comprising the steps of: 

selecting at least one first transistor for a first stage to provide an optimum noise 
characteristic; and, 

selecting at least one second transistor for a second stage to provide an optimum gain 
characteristic. 

1 1 . (Original) The method of claim 10, comprising the further step of: 



-PHILl:3696813.vl |2/16/05 
308668-167 



3 



Appl. No. 10/685,264 
Amdt, Dated April 29, 2005 
Reply to Office January 24, 2005 

selecting at least one third transistor for a third stage to provide an optimum gain 
characteristic. 

12. (Original) The method of claim 10, wherein the step of selecting at least one first transistor 
for the first stage to provide an optimum noise characteristic comprises selecting an appropriate 
geometry for the at least one first transistor. 

13. (Original) The method of claim 10, v^herein the step of selecting at least one second 
transistor for the second stage to provide an optimum gain characteristic comprises selecting an 
appropriate geometry for the at least one second transistor. 

14. (Original) The method of claim 11, wherein the step of selecting at least one third transistor 
for the third stage to provide an optimum gain characteristic comprises selecting an appropriate 
geometry for the at least one third transistor. 

15. (Original) The method of claim 10, comprising the further step of: 

selecting an output matching network, said output matching network being coupled to an 
output of the second stage. 

16. (Original) The method of claim 1 1, comprising the further step of: 
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selecting an output matching network, said output matching network being coupled to an 
output of the third stage. 

17. (Original) A method for producing a multi-stage amplifier, comprising the steps of: 

selecting at least one first transistor such that at least one noise circle and at least one gain 

circle intersect at or near the center of a corresponding Smith Chart for the amplifier; and, 

selecting at least one second transistor such that at least one noise cbcle and at least one 

gain circle intersect at or near the center of the corresponding Smith Chart. 
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